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Abstract
This paper considers active cloaking of a square array of evenly spaced pins in a Kirchhoff plate in
the presence of flexural waves. Active sources are distributed exterior to the cluster and are represented
by the non-singular Green’s function for the biharmonic operator. The complex amplitudes of the active
sources, which cancel out selected multipole orders of the scattered field, are found by solving an algebraic
system of equations. For frequencies in the zero-frequency stop band, we find that a small number of
active sources located on a grid is sufficient for cloaking. For higher frequencies, we achieve efficient
cloaking with the active sources positioned on a circle surrounding the cluster. We demonstrate the
cloaking efficiency with several numerical illustrations, considering key frequencies from band diagrams
and dispersion surfaces for a Kirchhoff plate pinned in a doubly periodic fashion.
1 Introduction
Following the seminal papers by Leonhardt [1] and Pendry et al. [2] in 2006, there has been great
interest in the topic of cloaking, i.e. the elimination and control of scattering of waves by objects. There is
extensive research on cloaking by diverting incident waves through a region exterior to an object. The object
is shielded from the incident field rendering it invisible to an observer exterior to the cloaking region. This
method of cloaking has been developed for acoustics, electromagnetism, elasticity and water waves, see for
example [3]–[10]. These are examples of passive cloaks, where properties of the cloak are designed such that
cloaking is achieved for a particular set of conditions; for changes in frequency and type of incident field, the
cloak has to be redesigned. There also exists complementary research into active cloaking - a technique that
involves several active devices located exterior to an object, which produce fields that cancel scattering from
the object and produce small scattered fields themselves. The active devices are able to adapt to changes in
both frequency and type of incident field. Active cloaking techniques do not have the drawbacks, discussed
by Monticone & Alu` [11] and Chen et al. [12], associated with their passive counterparts. The method of
active cloaking was investigated in the context of the two-dimensional Laplace and Helmholtz equations by
Guevara Vasquez et al. [13]–[16], where it was shown that three active devices were required to successfully
shield an object from an incident field. The devices were represented by multipolar point sources determined
from Green’s formula and Graf’s addition theorem for Hankel functions (see [15]).
The body of work by Guevara Vasquez et al. inspired the recent papers by O’Neill et al. [17, 18],
investigating an analytical model for Kirchhoff plates to cloak flexural waves scattered by a circular clamped
void [17] and a circular coated inclusion at resonant frequencies [18]. The method outlined in these papers
is generic and relies on cancelling selected multipole orders of the scattered field with an appropriate choice
of active source amplitudes, calculated analytically via a linear algebraic system of equations. The active
sources are represented by the Green’s function for the biharmonic operator, which has the additional
advantageous property of being non-singular at the source point. The procedure outlined in these papers
produces extremely efficient cloaking with only a small number of sources (as little as six were sufficient in
[17]). Here we draw a distinction between shielding and cloaking; in both cases the ultimate aim is to ensure
that an observer, exterior to the cloak, receives no information about the object’s presence. In shielding
problems, a quiet region surrounding the object is created where the wave field practically vanishes and in
this region the object is virtually invisible. By focusing solely on the region exterior to the cloak and object,
effective cloaking can still be achieved by ensuring that the total wave propagating away from the sources
and object is sufficiently small. The method adopted in this paper, from [17] and [18], is an example of
cloaking as opposed to shielding. This active cloaking technique is analytical and does not have convergence
issues within the active devices. Following in the footsteps of Guevara Vasquez et al. [13]–[16] and Norris
et al. [19], [20], Futhazar et al. [21] presented an inverse problem for finding source amplitudes required to
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cancel scattering from a finite region within a Kirchhoff plate, including a discussion of the errors associated
with the order of truncation for specific numerical examples.
Previous work by O’Neill et al. [17], [18] has only dealt with active cloaking in Kirchhoff plates for
a single continuous object. It is therefore a natural extension to consider the active cloaking of a discrete
structure in the form of a finite cluster of scatterers. To the best of our knowledge, this is the first instance
where a finite cluster is cloaked using active sources; a finite cluster is of interest as there can be multiple
scattering, and highly directional anisotropy can be induced within the cluster and this is representative
of real systems that might need to be cloaked. There has also been related extensive research employing
discrete structures as the cloaking mechanism. For example, Colquitt et al. [10] use a discrete system of
rods and point masses to approximate a regularised continuum square-shaped cloak. Effective cloaking was
demonstrated for solutions to the Helmholtz equation in the low frequency regime. In optics, the paper
by Nicorovici et al. [22] uses passive techniques in the context of plasmonic metamaterials to cloak a finite
cluster of cylinders. The authors derive a method for calculating the relative local density of states describing
how a source interacts with a finite system of N coated cylinders. They demonstrate that cloaking can be
achieved exterior to a system of three cylinders by coating them with a material chosen to have properties
ensuring plasmonic resonance occurs in the quasi-static limit; the cloaking method described in [22] is an
example of passive cloaking in optics.
Inspired by photonic and phononic crystals, there has been great recent interest in the study of platonic
crystals, which use the Kirchhoff theory to model flexural vibrations of a thin elastic plate patterned with
a periodic array of scatterers. The simplest type of scatterer is a rigid pin, and many publications have
featured various associated problems, producing a rich resource of literature on pinned plate systems. This
motivated us to cloak a discrete structure of pins in this article. Infinite periodic structured plates pinned
at regular points were studied by Mace (see, for example, [23]), with much of this earlier work reviewed by
Mead [24]; the assumption of clamped pins allows for an exact solution for a periodic square array using a
Fourier series method, which has been adopted more recently by Antonakakis & Craster in a collection of
papers [25]-[28]. Dispersion surfaces and band diagrams are used to predict a variety of interesting wave
phenomena, including shielding, lensing and negative refraction [28]. A complementary approach using
multipole methods has been employed by McPhedran, Movchan & Movchan in a series of papers [29]-[31].
Multipole expansions, consisting of sums of cylindrical Bessel functions, are ideally suited to solve problems
involving periodic arrays of finite-radius cylindrical holes. For zero displacement boundary conditions, in
the limit as the radius of the voids vanishes, we recover the case of rigid pins. Dispersion surfaces and band
diagrams (see for example, Movchan et al. [29], McPhedran et al. [30]) are consistent with those obtained
for the Fourier series approach. The Bloch-Floquet analysis of infinite periodic systems also provides insight
in the form of approximate ranges of frequencies for resonances in finite clusters of these periodic arrays (see,
for example, Antonakakis et al. [26], McPhedran et al. [31]).
For arrays of infinite gratings, one may employ an elegant methodology for exploring Rayleigh-Bloch
modes (Movchan et al. [32], Poulton et al. [33], Haslinger et al. [34]) to identify localisation regimes
and wave-trapping behaviour for scattering problems. By tuning the frequency of the system, the gratings
act like Fabry-Pe´rot plates where repeated reflections lead to constructive interference and localisation. The
associated eigenvalue problem yields the Bloch modes linked with these resonance regimes for specified angles
of incident plane waves. Haslinger et al. [35] give a table of optimised frequencies for a range of incident
angles 0 ≤ θi ≤ pi/3, which is relevant both to finite numbers of gratings, and to finite clusters like those
studied here. This Green’s function approach (also employed by Evans & Porter [36], Linton & Martin [37],
Foldy [38]) leads to rapid numerical solutions, determining propagating frequencies for pinned clusters, that
we seek to cloak in this article.
The concepts of Dirac cone dispersion and Dirac points originate in topological insulators and have
more recently been transferred into photonics [39]. They are associated with adjacent bands, for which
electrons obey the Schro¨dinger equation, that meet at a single point. Typically connected with hexagonal
and triangular geometries in systems governed by Maxwell’s equations, and most notably associated with
the electronic transport properties of graphene [40], analogous Dirac and Dirac-like points have recently been
observed in photonic and phononic crystals. Even more recently, similar properties have been demonstrated
for platonic crystals by Smith et al. [41] and McPhedran et al. [31].
The existence of Dirac cones and Dirac points are generally associated with the symmetries of the
geometry of the system. When two perfect cones meet at a point, with linear dispersion, the cones are said
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to touch at a Dirac point. In the vicinity of a Dirac point, electrons propagate like waves in free space,
unimpeded by the microstructure of the crystal. In platonic crystals, the analogous points generally possess
a triple degeneracy, where the two Dirac-like cones are joined by another flat surface passing through what
is known as a Dirac-like point. This is analogous to the photonic terminology adopted by Mei et al. [42]
where the existence of linear dispersions near the Γ point of the reciprocal lattice for the square array is the
result of “accidental” degeneracy of a doubly degenerate mode and a single mode. Sometimes known as a
“perturbed” Dirac point, the accidental degeneracy does not arise purely from the lattice symmetry (as for
a Dirac point) but from a perturbation of the physical parameters, for example varying the radius of the
inclusions (see Antonakakis et al. [28]).
The structure of the paper is as follows. Section 2.1 formulates the problem of flexural wave scattering
by a finite cluster of rigid pins in a Kirchhoff plate in the presence of active control sources. In this section we
write the solution describing the out-of-plane displacement in a thin plate constrained by the finite cluster of
pins surrounded by active sources. In section 2.2, we derive the algebraic system of equations that determine
the unknown active source amplitudes which are required to deliver efficient cloaking. A detailed discussion
on the broadband nature of our cloaking method, with the emphasis on choosing specific values of the
spectral parameter from relevant band diagrams and dispersion surfaces for a thin plate pinned in a doubly
periodic fashion, is in Section 2.3. Finally, in Section 3, we present illustrative examples of effective cloaking
for various spectral parameter values; for higher frequencies, where the cluster generates a more complicated
scattering pattern, we clarify the transition from locating the active control sources on the grid of the cluster
to a circle surrounding the cluster, and demonstrate the advantages of this latter configuration. Concluding
remarks are drawn together in Section 4.
2 Formulation of the problem and governing equations
In this section, we first present the governing equations for flexural wave propagation in a Kirchhoff
plate pinned at points forming a finite cluster surrounded by active control sources. The amplitudes of these
sources are then found by solving a system of linear algebraic equations. The broadband nature of this
cloaking method is also discussed in detail, with the aid of band diagrams and dispersion surfaces associated
with a doubly periodic pinned plate.
2.1 Problem setting
Let a two-dimensional cluster of N×N pins, denoted by Π, be surrounded by K active control sources
(a particular example is shown in Fig. 1). We define a pin as the limiting case of a circular void with a
clamped boundary, that is, we require the displacement and its normal derivative to vanish, as the radius
of the void tends to zero. The origin of the axes coincides with the centre of the cluster, and a plane wave
Wi(x; t) = Wi(x1, x2; t) = wi(x) exp {−iωt}, where ω is the angular frequency, is incident at an angle θi to
the x1-axis. For the sake of simplicity, we consider a square array, such that the spacings dx, dy between
the pins in the x1- and x2-directions are equal. The spacings between the sources and the pins forming the
boundary of the cluster, in the x1- and x2-directions, are denoted by Sx and Sy, respectively.
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Figure 1: Grid for a 4 × 4 (N = 4) cluster of pins (larger black discs) surrounded by K = 4N = 16 active
sources (smaller grey discs). A plane wave at an angle θi to the x1-axis, wi(x), is incident upon the array.
The spacings between the pins in the x1 and x2-directions are denoted by dx, dy respectively. The spacings
between the sources and the pins in the x1 and x2-directions are denoted by Sx and Sy, respectively.
Let the locations of the pins be denoted by xp = (xp1 , x
p
2 ), where p = (p1, p2) is a multi-index
with integer components that describes the square array Π, and the position of the m-th active source by
x(s,m) = (x
(s,m)
1 , x
(s,m)
2 ). Assuming time-harmonic vibrations, the out-of-plane displacement w(x) satisfies
the following equation
(
∆2 − β4)w(x) + ∑
p∈Π
Apδ(x− xp) +
K∑
m=1
Bmδ(x− x(s,m)) = 0, x ∈ Ω, (2.1)
where ∆2 is the biharmonic operator and β is the spectral parameter with β2 = ω
√
ρh/D . Here ρ, h and D
are the mass density, thickness and flexural rigidity of the plate D = Eh3/[12(1−ν2)], with E being Young’s
modulus and ν, Poisson’s ratio of the elastic material. The region Ω is exterior to the pins and sources,
Ap represent the normalised transverse forces acting at the points xp, Bm represent the unknown complex
amplitudes of the active sources and δ(x − x′) is the Dirac delta function centred at x′. The solution to
equation (2.1) has the form
w(x) =
∑
p∈Π
Apg(x− xp) +
K∑
m=1
Bmg(x− x(s,m)). (2.2)
Here g(x − x′) is the Green’s function for the biharmonic operator which is non-singular at x = x′ and is
written as a sum of two Bessel functions
g(x− x′) = i
8β2
(
H
(1)
0 (β|x− x′|) +
2i
pi
K0(β|x− x′|)
)
. (2.3)
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2.2 Algebraic system for calculating active source amplitudes Bm
Given an incoming plane wave, wi(x), incident on a finite cluster of rigid pins, we obtain the following
system of equations at the pin-position xq
wi(x
q) +
∑
p,q∈Π
Apg(xq − xp) +
k∑
m=1
Bmg(xq − x(s,m)) = 0, (2.4)
where p and q are multi-indices in Π, the cluster of pins. Equation (2.4) in matrix form is
wi(x
q) +G(xq − xp)A+G(xq − x(s,m))B = 0, m = 1, 2, . . . ,K, (2.5)
where G(xq − xp) and G(xq − x(s,m)) are N2 × N2 and N2 ×K matrices comprised of Green’s functions
for the biharmonic operator whose arguments depend on the distance between pin positions in the array Π,
and the distance between pin positions and active source locations, respectively. A and B are N2 × 1 and
K × 1 column vectors, respectively.
Using equation (2.5), we write the matrix A of the coefficients Ap in terms of the unknown source
amplitudes Bm of the matrix B
A = −G−1(xq − xp)wi(xq)−G−1(xq − xp)G(xq − x(s,m))B. (2.6)
The amplitude of the total displacement wtot(x), at a point x, exterior to the sources and array of pins, is
given by
wtot(x) = wi(x) +G(x− xp)A+G(x− x(s,m))B, m = 1, 2, . . . ,K. (2.7)
In equation (2.7), G(x− xp), G(x− x(s,m)) are column vectors of size N2 × 1 and K × 1, respectively. For
effective cloaking, we require the total field outside the region occupied by the pins and active sources to be
approximately equal to the incident plane wave
wtot(x) ≈ wi(x). (2.8)
The active source amplitudes Bm are to be found by cancelling out leading order terms of the scattered field
and thereby ensuring that condition (2.8) is satisfied. Eliminating the scattered field guarantees that an
observer exterior to the active sources surrounding the finite array does not perceive the cluster’s presence.
Using condition (2.8) together with equations (2.6) and (2.7) we obtain
w>i (x
q)G−1(xq − xp)G(x− xp)
+
[
G>(xq − x(s,m))G−1(xq − xp)G(x− xp)−G(x− x(s,m))
]
B ≈ 0, (2.9)
where we used the symmetry of the matrix G(xq − xp).
We use Graf’s addition theorem to re-expand entries of the matrices G(x−x(s,m)) and G(x−xp) about
a general point x = R exp(iθ), R > 0 in polar form. For entries g(x − x(s,m)) of the matrix G(x − x(s,m)),
we write the multipole representation
g(x− x(s,m)) = i
8β2
∞∑
l=−∞
[
H
(1)
l (βR)Jl(β|x(s,m)|) +
2i
pi
Kl(βR)Il(β|x(s,m)|)
]
eil(θ−arg(x
(s,m))), (2.10)
where x(s,m) = |x(s,m)|exp{i arg(x(s,m))} and R > |x(s,m)|. Similarly, entries of G(x−xp) can be written as
equation (2.10) but with x(s,m) replaced with xp.
Substitution of the propagating terms of equations (2.10) and their analogues for g(x − xp) into
equation (2.9) yields a system of linear algebraic equations for the unknown source amplitudes Bm, m =
1, 2, . . . ,K, which eliminate the scattered field to a specific multipole order. This order is connected with
the number of active sources in the configuration set-up. Thus, for the index l running over the appropriate
range, we obtain the following equations
w>i (x
q)G−1(xq − xp)Jl(xp) +
[
G>(xq − x(s,i))G−1(xq − xp)Jl(xp)− Jl(x(s,m))
]
B = 0, (2.11)
where Jl(x
p) represents a matrix with entries Jl(β|xp|)exp{−il arg(xp)} for all p ∈ Π and Jl(x(s,m)) repre-
sents a matrix with entries Jl(β|x(s,m)|)exp{−il arg(x(s,m))} for all m = 1, 2, . . . ,K. Note that Jl(xp) and
Jl(x
(s,m)) are matrices of size N2 × 1 and K × 1, respectively.
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2.3 Selection of spectral parameter values to demonstrate broadband cloaking
The method of cloaking employed here is a natural extension of that presented in the recent papers
by O’Neill et al. [17], [18], where a single clamped void and a coated inclusion were cloaked using active
sources, the former for non-resonant and the latter case for resonant regimes. As in these recent papers, the
cloaking method implemented here for discrete structures is broadband, in the sense that we can produce
efficient cloaking over a wide range of frequencies. We select illustrative frequencies from the band diagram
(see Fig. 2) and the dispersion surfaces (see Fig. 3) for a thin plate pinned in an infinite doubly periodic
array. We also consider frequencies for examples of trapped flexural waves in finite arrays of gratings. Three
typical regimes are identified from the dispersion surfaces:
• Zero frequency stop band and its edge,
• Flat bands and standing wave frequencies,
• Dirac-like points.
Figure 2 is the band diagram showing the first five dispersion curves for an infinite square array of
rigid pins with dx = dy = 1, first investigated by Movchan et al. [29].
Figure 2: Band diagram for square array of rigid pins with dx = dy = 1, using square Brillouin zone ΓXMY
(the irreducible Brillouin zone is the triangle ΓXM as in Movchan et al. [29]). The solid lines represent
solutions of the dispersion relation (2.12), (2.13), and the dashed lines represent both dispersion curves and
segments of the singularity lines (2.14).
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Figure 2: Band diagram for square array of rigid pins with dx = dy = 1, using square Brillouin zone ΓXMY
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(a)
β ≈ 4.44
(b)
β = π
β ≈ 3.60
β ≈ 3.90β ≈ 4.44
Figure 3: (a) The first three dispersion surfaces shown together with the Dirac-like point highlighted. In (b)
we display the first dispersion surface with the β-values of interest.
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Figure 3: (a) The first thre sion surfaces shown together with e Dirac-like point highlighted. In (b)
we display the first dispersi f ce with the β-values of interest.
The dispersion curves plot the solutions of the dispersion relation for Bloch-Floquet waves in the
infinite platonic crystal,
i
8β2
(
SH0 (β,k) + 1 +
2i
pi
SK0 (β,k)
)
= 0, (2.12)
expressed here in terms of lattice sums SH0 and S
K
0 (see, for example, Movchan et al. [29] and McPhedran
et al. [31] for more details):
SH0 =
∑
q 6=(0,0)
H
(1)
0 (βRq)e
ik·Rq ; SK0 =
∑
q 6=(0,0)
K0(βRq)e
ik·Rq , (2.13)
where k = (kx, ky) denotes the Bloch wave vector and Rq = (Rq,Θq) denotes the real-space array vector
corresponding to the position of the pins in polar coordinates. As first mentioned by McPhedran et al. [30],
the dispersion bands for platonic crystals may be sandwiched between “light lines” in reciprocal space (the
dashed lines in Fig. 2 represent segments of these light lines) which, for the square array, are defined by the
equation (
kx +
2pihx
dx
)2
+
(
ky +
2pihy
dy
)2
= β2, hx, hy ∈ Z. (2.14)
These singularity relations correspond to Bloch modes for the homogeneous plate, which for some frequency
regimes, also satisfy the dispersion relation (2.13). Thus, the dashed lines in Fig. 2 represent both dispersion
curves and segments of the singularity lines.
Stop bands (defined by β < pi for this square array, as shown in Fig. 2) correspond to frequency
regimes for which waves do not propagate through the infinite periodic array of pins. For a finite cluster of
pins at frequencies that fall within these ranges, the uncloaked pins scatter the waves, producing a shadow
region behind the cluster. For frequencies in the pass bands (β > pi in this case as shown in Fig. 2), with a
large enough cluster of pins, one would expect to see evidence of propagation through the pinned array. For
an 8 × 8 cluster shown in Fig. 4(a), we see both propagation and scattering, which arises from an effective
impedance mis-match between the array and the homogeneous plate exterior to the array. We use active
sources to cloak the cluster and reconstruct the incident plane wave in the region exterior to the finite
cluster and sources, thereby resembling the propagation properties of the infinite periodic system for pass
band frequencies.
Flat bands (see the vicinities of Γ for the first and fifth bands, and X and Y for the first and second, in
Fig. 2) possess low group velocities ∂ω/∂k ≈ 0, and are therefore associated with standing wave frequencies.
The approach of high frequency homogenisation pioneered by Craster et al. (see, for example, [43]-[44], [25]-
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[26]) considers perturbations away from such standing wave frequencies, and is used to study dynamic wave
propagation and associated problems. Standing wave frequencies and “slow” waves are also synonymous with
trapped modes and localisation, which are well known to arise from clamped boundary conditions (Poulton
et al. [33]).
As is typical for platonic crystals, the infinite square array of pins exhibits Dirac-like points, where a
triple degeneracy arises from a flat surface passing through the intersection of two Dirac-like cones. Most
Dirac and Dirac-like points are found on the boundary of the Brillouin zone, but can also be encountered at
the centre of the Brillouin zone Γ where k = (kx, ky) = (0, 0), provided that there is accidental degeneracy.
An example of a Dirac-like point at Γ is evident for β = 2pi in Fig. 2, where the third band (dashed curve) is
(a) (b) (c)
Figure 4: In all figures here and in what follows, the real part of the amplitude of flexural displacement for
the total field is shown, with its range, indicated by the colourbar, determined by the degree of localisation
within the system. In addition, the pins are depicted by black discs and the horizontal and vertical axes are
the x1 and x2-axes, respectively. (a) Plane wave normally incident on an uncloaked 8 × 8 (N = 8) cluster
of pins. (b) Plane wave incident at θi = pi/4 on 2000 gratings with dx = dy = 1 for β = 4.44, κy = 3.1396
corresponding to M in the reciprocal lattice. (c) Localisation of flexural waves in a stack of 4 gratings with
dx = dy = 1 for a plane wave incident at θi = pi/6 for β = 3.60.
the additional flat surface typical of pinned platonic crystal dispersion pictures. We also observe Dirac-like
points on the edge of the Brillouin zone at M , X and Y in Fig. 2, as illustrated on the surface in Fig. 3(a)
at M for β ≈ 4.44. Similar to the free propagation of electrons in the vicinity of Dirac points, there are
directions of neutral propagation around a Dirac-like point in a platonic crystal, where the wave propagates
with its direction unaffected by interaction with the microstructure. This effect of dynamic neutrality (which
was considered as a form of cloaking by McPhedran et al. [31]) is also observed for subsets of the infinite
periodic array. In Fig. 4(b), we show an example of a semi-infinite platonic crystal with a square array of
pins similar to examples given by Haslinger et al. [45]. The angle of incidence θi = pi/4 and the spectral
parameter value of β = 4.44, ensures that we are in the neighbourhood of the Dirac-like point at M in Figs. 2
and in Fig. 3(a). In Fig. 4(b) we observe the wave propagating through the array of pins without changing
its direction and would expect to see a similar effect for a large enough finite cluster of pins in a square array.
It is therefore very logical to analyse the improvement in cloaking upon the introduction of active sources.
We also select some β-values from known scattering and eigenvalue problems for subsets of the infinite
doubly periodic array. Here we show an example for a stack of four gratings in Fig. 4(c); the choice of
θi = pi/6 and β = 3.60, with the spacings dx = dy = 1, are the optimised parameter settings for localisation
(see Table 1 in Haslinger et al. [35]). We observe high amplitudes of waves trapped within the gratings, which
illustrate the Fabry-Pe´rot wave trapping capabilities of clusters of pins. In section 3.2, we demonstrate active
cloaking at the angle of incidence and frequency for Fig. 4(c) for a finite cluster of pins (the corresponding
square subset of the finite stack of infinite gratings), where localisation effects are also observed.
3 Results of active cloaking
With our focus on achieving efficient cloaking, we begin by positioning the active control sources on
the grid’s rows and columns adjacent to the cluster of pins (see Fig. 1 with Sx = Sy = dx = dy = 1) and
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first set K, the number of sources, to be 4N . Fig. 1 shows the general set up for a a 4 × 4 (N = 4) cluster
of pins surrounded by 16 sources. Naturally, we also consider the case of a 5 × 5 (N = 5) cluster of pins,
hence distinguishing between even and odd cases. We then move on to position the active sources on a circle
surrounding the finite cluster of pins, hence introducing flexibility in locating and choosing the number of
these sources.
3.1 Cloaking in the zero-frequency stop band
The first β-value we select is from the zero-frequency stop band of the doubly periodic square array.
We first consider positioning K = 4N sources exterior to the cluster, aligned with the rows and columns of
the pins (see Fig. 1 for a schematic view of the configuration for the case when N = 4). Secondly, we place
four additional sources at the corners, creating a square array of sources that lies on the grid surrounding
the cluster (hence K = 4(N + 1)). We plot the flexural displacement amplitudes of the total field for each
configuration of sources, comparing them with the uncloaked cases.
Figure 5 shows the results of cloaking for N = 4 (Fig. 5(a)) and N = 5 (Fig. 5(b)) at β = 2.0. In both
cases, when no sources are present, waves do not penetrate the cluster and a large shadow region is created
behind (see Figs. 5(a)1 and 5(b)1). Even for the small number of pins, the effect of the zero frequency stop
band is seen in Fig. 5(a)1 since virtually no waves pass through the cluster and there is strong reflection. It
should be noted here that clusters of 4 (N = 2), or 9 (N = 3), pins are too small to inherit such features
from the infinite array and so are not considered in this paper. The choices of N = 4 and 5 were made
to represent the smallest finite arrays that inherit behaviour from the infinite array. Similarly small finite
structures such as the clusters considered by Antonakakis et al. [28], and triplets of gratings by Haslinger et
al.[35], have previously been shown to exhibit properties of the corresponding infinite systems.
In Figs. 5(a)2 and 5(b)2, we see the reconstruction of the incident wave in the total field displacement
amplitudes. There is no evidence of the shadow region and the field remains quiet inside the cluster. When
sources are added along the diagonal at the corners, (see Figs. 5(a)3 and 5(b)3) we see further improvement
in cloaking for N = 4, with wave fronts straightened compared to the no-corners case of Fig. 5(a)2. For
N = 5, sources on the grid without corners is sufficient to produce near-perfect cloaking.
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Figure 5: Flexural wave scattering by (a) a 4× 4 (N = 4) and (b) a 5× 5 (N = 5) cluster of pins, depicted
by large black discs. Plane wave is incident at θi = 0 with β = 2.0. Left: scattering with no active sources;
middle: cloaking with K = 4N active sources; right: cloaking with K = 4(N + 1) active sources. We note
here and in what follows that the active source are illustrated by small black discs surrounding the cluster.
3.2 Cloaking at higher spectral values in the pass band
We now extend our method to higher values of the spectral parameter β. Referring to Fig. 3(b), we
focus our attention to β-values of interest on the first dispersion surface, starting with β = pi, the edge of the
zero frequency stop band. We remark that the dispersion surfaces are obtained for an infinite plate pinned
at a doubly periodic set of points and so they serve as a rough estimate for the β-values for which interesting
features are observed for the finite cluster.
Figures 6(a) and 6(b) show amplitudes for a plane wave incident at θi = 0 with β = pi for the cases
of N = 4 and N = 5, respectively. Although β = pi lies on the boundary of the pass band for an infinite
array, we see in Figs. 6(a)1 and 6(b)1 that a large shadow region remains behind the finite cluster. It appears
that the cluster is too small to inherit the exact frequency at which the pass band begins for the infinite
structure. However, when active sources are introduced, the wave clearly penetrates through the finite cluster
(see Figs. 6(a)2,3 and 6(b)2,3). We observe that adding sources at the corners of the diagonals of the cluster,
illustrated in Figs. 6(a)3 and 6(b)3, improves the cloaking further, and the incident plane wave is successfully
reconstructed in the total field exterior to the finite cluster and sources.
We note that localised fields are encountered when cloaking the N = 5 cluster, with amplitudes
significantly greater than for the corresponding N = 4 case. Here and in what follows, and only when
necessary, we restrict the amplitude values to provide better comparison between corresponding cases and
to improve the information gained about the cloaked fields outside the localised regions within the clusters.
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Figure 6: Flexural wave scattering by a (a) 4 × 4 (N = 4) and (b) 5 × 5 (N = 5) cluster of pins with an
incident plane wave at an angle of θi = 0. From left to right: (left) no active sources, (middle) K = 4N
active sources, (right) K = 4N + 4 active sources, all for β = pi.
The next β-value we choose from the first dispersion surface in Fig. 3(b) is β ≈ 3.60, where the surface
is locally flat at an inflexion. As flat sections of dispersion curves are associated with wave trapping and
localisation, it is interesting to see how this affects the cloaking procedure. Since we are now attempting to
cloak at a higher spectral parameter value, we note that efficient cloaking with sources restricted to the grid
(K = 4N or K = 4(N + 1)) may prove difficult. We illustrate this potential hindrance in Fig. 7.
Cloaking of the 4×4 cluster when β = 3.60 indicates strong localisation effects, which is demonstrated
in Fig. 7(a). For the 5 × 5 cluster, we see strong localisation effects at a slightly lower value of β = 3.565,
as shown in Fig. 7(b). We emphasise that the dispersion surface in Fig. 3(b) highlights key β-values for the
infinite array and serves as a rough guide for us to pick spectral values of interest associated with the finite
cluster. We also note that the variation in β for which we see localisation is due to internal resonances of
the finite cluster.
In Figs. 7(a)1 and 7(b)1, localisation dominates the field inside the cluster. Figures 7(a)2,3 and 7(b)2,3
display two unsuccessful cloaking attempts for each configuration. It is apparent that the cloaking efficacy
is beginning to deteriorate at higher frequencies if the sources are restricted to the grid, with or without
additional sources located at the corners of the diagonals.
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Figure 7: Same as in Fig. 6 but (a) shows the case of N = 4 for β = 3.60 and (b) shows the case of N = 5
for β = 3.565.
As a consequence of the above results, it is clear that more active sources are needed for efficient
cloaking at higher frequencies. If we restrict the sources to the grid, this can be done either by moving
the sources further away from the cluster, which, using our knowledge from our previous studies, is not so
desirable or by adding more sources between those which are already present. We instead follow our recent
work in active cloaking [17]-[18], and examine the effect of cloaking with active sources positioned on a circle
surrounding the cluster, of radius as centred at the origin. We ensure that two sources always lie on the
x1-axis, one in front and one behind the cluster, and the remaining sources are distributed evenly, obeying
up-down symmetry.
Retaining the maximum number of sources K = 20 (see Fig. 7(a)3) used for a 4× 4 cluster, but now
locating them on a circle of radius as = (3
√
2 + 2)/2 (corresponding to a distance along the diagonal of 1
unit away from the corners of the cluster), we illustrate the resulting wave amplitudes in Fig. 8(a). This
configuration brings an improvement in cloaking but the number of sources appears to be insufficient.
It is natural to consider how to estimate the number of sources required for effective cloaking. We
address this by plotting the absolute value of the propagating part of the total field wp on the circle at which
the sources are located, i.e.
|wp| =
∣∣∣∣∣∣
∑
p∈Π
H(1)n (βas)Jn(β|xp|) exp {in arg(xp)}
∣∣∣∣∣∣ , (3.1)
versus the multipole order n. This is shown in Fig. 8 (b), whence it can be deduced, by determining the
multipole order after which the contribution to the total field due to scattering is exponentially small, that
the minimum number of sources required for efficient cloaking is K = 26. Finally, we plot amplitudes of the
cloaked cluster using 26 sources in Fig. 8 (c).
To further establish the efficiency of cloaking, we plot the difference between the total wave amplitude
and the incoming plane wave evaluated at a circle of radius 15 (sufficiently far away from the cluster and
active sources) versus the polar angle. Fig. 9(a) shows the comparison between 20 (solid curve) and 26
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(a) (b) (c)
Figure 8: For a 4 × 4 (N = 4) cluster of pins with an incident plane wave at an angle of θi = 0: (a)
Flexural wave amplitudes for a cloaked cluster with K = 20 evenly spaced sources on a circle of radius
as = (3
√
2 + 2)/2, (b) absolute value of the propagating part of the total field |wp| on the circle as versus
multipole order n, (c) flexural displacement amplitudes for a cloaked cluster with K = 26, all for β = 3.60.
(dashed curve) sources located on a circle surrounding a 4 × 4 cluster for β = 3.60. It is clear that for the
case of 26 sources, we see a significantly reduced difference between the two fields; the difference is of order
10−1 for K = 20, but is of order 10−3 for K = 26 (see Fig. 9(b)). In this article, we regard a cloaking to
be satisfactorily efficient if the difference between the total wave amplitude and the incoming plane wave
(absolute error) is of order 10−3 or less. We remark that the main body of the text from now on will include
only the N = 4 case and the analogous analysis for N = 5 is placed in the Supplementary Material.
(a) (b)
Figure 9: Difference in total wave amplitude and the incident plane wave evaluated on a circle of radius 15
versus the polar angle. 4 × 4 cluster of pins for θi = 0 and β = 3.60. (a) K = 20 (solid curve), K = 26
(dashed curve) which is magnified in part (b) to clearly display its order.
The method of cloaking outlined in section 2.2 works equally well for oblique incidence. We illustrate
this for θi = pi/6 and β = 3.60 in Fig. 10, recalling that for a set of four gratings illustrated in Fig. 4(c),
localisation was observed between the gratings. As expected, we see this localisation manifest itself as
trapped waves in Fig. 10(a). However, this property is no hindrance to our cloaking method provided that
we select the appropriate number of sources, as shown by Fig. 10(b). Using 10(c), the minimum number of
sources required for efficient cloaking of absolute error 10−3 is K = 26. Note that this is the same number
of sources required for the case of normal incidence presented in Fig. 8(b).
Next, we turn our attention to cloaking at β = 3.90, which is a local maximum and a standing
wave frequency of the dispersion surface Fig. 3(b). In Figs. 11 and 12, we demonstrate the results of our
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(a) (b)
(c) (d)
Figure 10: 4× 4 (N = 4) cluster of pins with a plane wave incident at θi = pi/6 for β = 3.60. Flexural wave
amplitudes for (a) an uncloaked, (b) a cloaked cluster with K = 26, (c) absolute value of the propagating
part of the total field |wp| on the circle, of radius as = (3
√
2 + 2)/2, versus multipole order n, (d) absolute
error evaluated on a circle of radius 15 versus the polar angle.
cloaking method for a plane wave incident at angles of θi = 0 and θi = pi/4, respectively. In both cases, it is
shown that 26 sources were required for effective cloaking. We clearly reconstruct the incident plane wave,
which is evident in both plots of the total flexural displacement amplitudes (see Figs. 11(b) and 12(b)). In
parts (c) and (d) of Fig. 11 and part (d) of 12, the choice of the number of sources for effective cloaking is
illustrated graphically for the desired accuracy. We note that |wp| (3.1), plotted graphically in Fig. 11(c)
versus multipole order for β = 3.90, is independent of θi and therefore we omit the equivalent plot for
θi = pi/4 from Fig. 12.
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(a) (b)
(c) (d)
Figure 11: 4 × 4 (N = 4) cluster of pins with a plane wave incident at θi = 0 for β = 3.90. Flexural wave
amplitudes for (a) an uncloaked , (b) a cloaked cluster with K = 26, (c) |wp| versus multipole order n for a
circle of radius as = (3
√
2 + 2)/2, (d) absolute error evaluated on a circle of radius 15 versus the polar angle.
15
(a) (b)
(c)
Figure 12: 4× 4 (N = 4) cluster of pins with a plane wave incident at θi = pi/4 for β = 3.90. Flexural wave
amplitudes for (a) an uncloaked, (b) a cloaked cluster with K = 26, (c) absolute error evaluated on a circle
of radius 15 versus the polar angle.
We finally consider β = 4.44 for an angle of incidence θi = pi/4. In Figs. 2 and 3(a) this value of the
spectral parameter is in the vicinity of a Dirac-like point, where we expect to see some effects of dynamic
neutrality within the finite cluster that shares the same periodicity as the infinite array in Figs. 2, 3. This is
apparent in Fig. 13(a) where we see a similar pattern to that of Fig. 4(b). It is clear from Fig. 13(b) that we
can once again achieve effective cloaking, and absolute error of the desired order is obtained for 30 sources
using Fig. 13(c).
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(a) (b)
(c) (d)
Figure 13: 4× 4 (N = 4) cluster of pins with a plane wave incident at θi = pi/4 for β = 4.44. Flexural wave
amplitudes for (a) an uncloaked, (b) a cloaked cluster with K = 30, (c) |wp| versus multipole order n for a
circle of radius as = (3
√
2 + 2)/2, (d) absolute error evaluated on a circle of radius 15 versus the polar angle.
4 Concluding remarks
We have presented a powerful mathematical method for cloaking finite clusters of pins from flexural
waves in a Kirchhoff plate. The approach uses multipole methods to cancel wave scattering up to a specific
order, through the use of active sources located exterior to the cluster. A system of algebraic equations is
derived to determine the active source amplitudes required for effective cloaking. Here, we studied only the
square array but the method is equally applicable to other Bravais lattices, such as hexagonal and rectangular
arrays.
We have demonstrated, through several illustrative examples, the capability of the cloaking algorithm
for key values of the spectral parameter β, for which interesting features arise in the corresponding infinite
array. Two types of configuration of active sources were considered: positioning the active control sources
on the grid’s rows and columns adjacent to the cluster of pins, and sources located on a circle surrounding
the cluster. The latter approach was adopted for higher frequencies at which the former approach became
insufficient.
Locating the active sources on the circle provides greater flexibility in terms of their quantity and
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also enables us to identify precisely the order of multipoles to be annulled. This is accomplished by plotting
the absolute value of the propagating part of the total field on this circle, at which the sources are located,
versus the multipole order. Thus, given a frequency and a finite array, we can predict how many sources are
required to achieve a specified level of efficient cloaking. The results obtained for point scatterers, such as
the rigid pins investigated here, may be readily extended to the case of finite-sized inclusions for which they
act as a starting point.
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